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All description in BLUE concern the internal connection
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Attention! Polarity reversal and overvoltage may cause a destruction of the electronic components!!!
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ETHERNET to SPI
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01_PAO 64_GND
02_PA1 63_GND
03_PA2 62 RESET
04_PA3 61_PDI
05_PA4 60 PQ3
06_PAS 59 PQ2
07_PA6 58 _PF7
08_PA7 57 PF6
09_PBO 56_PF5
10_PB1 55_PF4
11_PB2 ; 54_PF3
12_PB3 53_PF2
13_PB4 L 5o o
14 PBS =t m' 51_PFQ
15 pes Q3 50 _PE7
16 pe7 S X 49 PEs
6PB7 335 49

17_PCO J @ 48_PE5
18_PC1 ¢ M 47_PE4
19_PC2 | 46_PE3
20_PC3 - 45 PE2
21_PC4 L 44 PE1
22_PC5 43_PEO
23_PC6 42_PD7
24_PC7 41_PD6
25 USB_CTS  40_PD5
26_USB_RTS  39_PD4
27 USB_DSR  38_PD3
28_USB_DTR 37 _PD2
29_VCC 36_PD1
30_USB_5V 35_PDO
31_EXT_VCC  34_EXT2
32_GND 33_EXT1

Description

- Controller: Atmel AVR ATxmegal28A1U-AU up to 32 MHz
- Equipment:
* internal voltage regulator 3.3V
* external SDRAM 64Mbit
* USB to USART CP2102 controller
* Ethernet to SPT W5200 controller
* Reset and SWQ2 keys
* quartz sockez and 32.768kHz quartz
*501/0
* Power LED
- optional equipment:
* MicroSD card slot
* site pin connectors

* JTAG and PDI connectors
- Voltage supply:
* USB 5V or

* external 3.3V or
¢ external 5.0-12V

- Module size: Wx HxD 49 mm x 100 mm x 19 mm

- Interface:
* Auto MDI/MDIX 10/100 Ethernet
» mini USB-B connector
* JTAG
* PDI

- external quartz:
* quartz socket
* external 32.768KHz quartz
- Compatibility: compatible with hole matrix board and hole-distance 2.54 mm
- Circuit: built on the recommendation of the manufacturer
- Pin configuration of AVR-Board: shown at the left picture
- Conformity: RoHS Compliance

- Produced in Germany
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Electrical Characteristics

Typ

for all modules with Operating Temperature

with microSD card slot

without microSD card slot

Voltage Sources
USB 5V 5.0V
external 3,3V 33V
external 5-12V *

Frequency

operating frequency

external quartz Q1 (quartz socket)

external quartz Q2 32.768 kHz

Maximum DC Current
per I/O Pin 25 mA

more electrical characteristics you will find on the page 74 in the data sheet ATxmegal28A1U.pdf

» SDRAM: MT48LC16M4A2P-751T
» SD card slot: micro SD push-push
» USB Controller CP2102

» Ethernet Controller W5200

» 4-layer PCB DIN ISO 9001

» with UL-Approbation

» double-side mounted

* by using external power supply on pin 5-12V we recommend to supply with low current (by 12V non-stop operation
maximum 100 mA), otherwise cooling of the voltage regulator should be provided.
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http://www.atmel.com/images/Atmel-8385-8-and-16-bit-AVR-Microcontroller-ATxmega64A1U-ATxmega128A1U_datasheet.pdf

Programming

JTAG

Pin Configuration Pin Configuration
JTAG-Connector ISP-Connector
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Settings
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SDRAM RESET key

SWQ2 key

32.768 kHz
quartz socket

JP5: [CS Chip-Select.
JP5: /CS Chip-Select. If jumper is set: SDRAM is
If jumper is set: SDRAM is connected with the pin PQ3
connected with the GND and can be switched on via
and switched on. software.
If jumper is not set, If jumper is not set,
SDRAM is switched off. SDRAM is switched off.

Solder jumper SJ1 — SDRAM Chip Select
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3,3V Voltage Ethernet
Regulator Controller

a

USB _ > =
Controller : J

mini USB-B RJ45
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